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Assembly Instruction

Spring loaded buttons

Handle Connector

Handle Assembly: Press the spring loaded buttons on one end of 
the handle connector and slide it halfway into one of the handles 
and rotate it until the buttons snap into the holes of the handle. 
Repeat this process for the other half of the handle.

Insert the looped end of the rope through the black cap on the end 
of the handle until the loop lines up with the bolt hole. Insert bolt 
through both the hole in the handle and the loop in the rope. Pull 
on the rope to confirm the bolt passed through the end of the rope 
loop. Secure the bolt in place with the lock nut. Over-tightening the 
bolt will bend the end of the handle.

To expand the rake head, press down on the spring loaded buttons and push forward to open the rake. 

Floatation devices are most effective when the two outermost velcro 
straps are attached on the 2 outermost teeth of the rake head. 
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Parts List  Description   Quantity
  
  Rake head with handle  1
  
  Middle handle   1

  Rope attachment handle  1

  Handle connector with spring clips 2

  Rope    1

  Bolt and Nut   1

  Floats    2

  Velcro straps   4



The Razer Rake is designed to remove:

     weed roots to prevent re-growth of submerged weeds and roots

     debris floating on the surface of the water
  
     shorter bottom-dwelling weeds

     decaying organic matter on the bottom.

If you have recently cut your weeds with the Weed Razer, use the Razer 
Rake to remove the remaining roots that lie beneath the surface of your 
lake or pond bottom. Allow the Rake head to sink to the bottom. Use a 
back and forth motion with the Razer Rake handle and stir up the bottom. 
The long teeth will dig into the bottom and dislodge the root systems of 
most leafy submergent aquatic vegetation. 

Operating Instruction


